
Supplies and Accessories



Dome Roof

Material roof sheet made of aluminium

Design self-supporting, no internal support columns or beams

Features •	 cost-effective roof variant 
•	 highly corrosion resistant suitable for chemicals
•	 suitable for water and waste water industry 
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 GRP Roof

Material modules made of glass fibre  reinforced plastic (GRP)

Design •	 self- supporting, no internal support columns or beams 
•	 sealing with neoprene rubber 
•	 stainless steel screws 

Features •	 resistant to UV-radiation and chemical Influences                  
•	 odour reducing



Heavy Duty Roof

Material •	 roof sheets made of: 
•	 glass fused steel 
•	 stainless steel (1.4301 / AISI304) 
•	 stainless steel (1.4401 / AISI316)
•	 beams: galvanized Steel 
•	 crown ring: galvanized steel

Design •	 conical roof with slope of 15° up to diameter of 13.00m
•	 conical roof with roof slope of 20 ° from diameter of 13.00m

Features
 
•	 fermenter (gas formation)  
•	 areas with high snow load  
•	 tanks with central agitator 
•	 gas-tight / odour-tight 

02



Through Deck Flat Roof

Material roof sheets made of:
•	 galvanized steel, powder coated 
•	 aluminium, powder coated special colours with surcharge

Design •	 trapezoidal sheets L=1500-5500mm
•	 edge protection profile at roof  border
•	 < Ø11.97 m: self-supporting 
•	 > Ø11.97 m: with columns max. 12m (8.5 rings) high 
•	 columns: galvanized steel / epoxycoated; stainless steel 
(1.4301 / AISI304), stainless steel (1.4401 / AISI316)

Features
 
•	 cost-effective roof variant 
•	 not gas-tight
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Double Membrane Roof

Material membrane made of PVC-coated polyester fibre texture

Design •	 inner and outer membrane with airflow-system
•	 stainless steel column with belt system 
•	 fastening with clamping rail

Features
 
•	 high resistant to chemical influences (Biogas)
•	 flame resistant according to DIN 4102 B1
•	 gas-tight 

Emission-Reducing Membrane Roof

Material membrane made of PVC-coated polyester fibre texture 

Design •	 single membrane 
•	 corrosion protected column with belt system  
•	 fastening with clamping rail 

Features
 
•	 high resistant to chemical influences (Biogas)
•	 flame resistant according to DIN 4102 B1
•	 odour reducing 
•	 emission reducing



Flange

Material •	 galvanized steel 
•	 galvanized steel, epoxycoated 
•	 stainless steel (1.4301 / AISI304) 
•	 stainless steel (1.4401 / AISI316)

Design •	 single flange / double connection 
•	 double flange / double connection (consists of two single 
flanges) 
•	 standard flange: PN16 (EN1092-1)

Dimensions
 
•	 L=150mm 
•	 from DN32 to DN1000 
•	 other sizes on request

Manway

Material •	 galvanized steel 
•	 galvanized steel, epoxy-coated 
•	 stainless steel (1.4301 / AISI304) 
•	 stainless steel (1.4401 / AISI316)

Design •	 standard manway (material thickness up to 8mm)
•	 heavy duty manway (material thickness over 8mm)

Dimensions
 
•	 DN 600 / DN 800 
•	 other sizes on request
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Ladder

Material •	 galvanized steel 
•	 galvanized steel, epoxycoated 
•	 aluminium 
•	 stainless steel (1.4401 / AISI316)

Design •	 ladder with safety cage DIN 18799-1
•	 max. 10m without resting platform

Dimensions
 
•	 as required in accordance to tank height 
•	 15 Kg / lm
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Staircase

Material •	 galvanized steel 
•	 galvanized steel, epoxycoated 
•	 stainless steel (1.4301 / AISI304) 
•	 stainless steel (1.4401 / AISI316)

Design •	 segmented mantle staircase with handrail 
•	 spiral staircase with handrail 
•	 DIN EN ISO 14122-3:2016-10

Dimensions
 
•	 as required in accordance to tank height 
•	 W = 800mm 
•	 210 Kg/m (vertically)
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Handrail

Material •	 galvanized steel
•	 galvanized steel, epoxycoated 
•	 stainless steel (1.4301 / AISI304) 
•	 stainless steel (1.4401 / AISI316)

Design •	 handrail at roof
•	 handrail at platform or at walkway 
•	 DIN EN ISO 14122-3:2016-10

Dimensions
 
•	 as required 
•	 H = 1100mm
•	 25 Kg / lm

Platform

Material •	 galvanized steel
•	 galvanized steel, epoxy coated 
•	 stainless steel (1.4301 / AISI304) 
•	 stainless steel (1.4401 / AISI316)

Design •	 working platform 
•	 DIN EN ISO 14122-3:2016-10

Dimensions
 
•	 800mm X 800mm 100 Kg / lm 
•	 1000mm X 1000mm 135 Kg / lm
•	 other sizes on request



Walkway

Material •	 galvanized steel
•	 galvanized steel, epoxycoated

Design •	 walkway with handrail 
•	 DIN EN ISO 14122-3:2016-10

Dimensions
 
•	 length as required  
•	 walkway W = 800mm 
•	 handrail H = 1100mm 
•	 100 Kg / lm (W = 800 mm) 
•	 135 Kg / lm (W = 1000 mm)

Sight Glass

Material •	 stainless steel (1.4401 / AISI316) 
•	 borosilicate glass 

Design •	 operating pressure up to 20 bar
•	 PTFE shaft seal ring 
•	 wipers if necessary 
•	 lighting if necessary

Dimensions
 
•	 as required 
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Safety Valve

Material •	 stainless steel (1.4401 / AISI316)

Design •	 applicable for media of explosion group IIB3
•	 max. operating temperature 60°C 
•	 ventilation and air vent device for tanks with hd roof
•	 to prevent incorrect overpressure and low pressure 

Dimensions
 
•	 as required 
•	 DN 50 to DN 200

Logo

Design •	 fired silk screen print at glass fused steel surface
•	 sticker logo at glass fused steel surface
•	 vector graphics by client

Dimensions •	 singe color/ multi color
•	 on request



Am Emaillierwerk 1
D-08315 Lauter-Bernsbach 
Germany

Telefon: +49 3771/ 56 74-0
Fax: +49 3771/ 56 74-40
E-Mail: info@omerastore.de


